
100 % inspection of high quality products for electronic, pharmacy and metal industries is still

expensive and always a challenge for manufacturing and quality insurance. Primarily surface

inspections are visually performed by human eyes however based on high costs and very often

with unsatisfied results. Meproscan 9070 will help to solve these problems by automating the

inspection processes to guarantee continuous product quality

Meproscan 9070

Prüfautomat

Meproscan 9070 is a special inspection cell for mainly small parts which are
already packed in blisters. It can be equipped with the following components:

*Optional design without stack magazines to chain up into production lines

–        Blisters* stack magazine
         one left side for 
 uninspected parts 

(up to 25 items)

– Magazine module 
which presents a 
blister filed with good 
parts only for bad part 
exchange

– Automatic controlled 
blister transportation by
conveyer belt and 
pneumatic fixture to 
position the blister in the
inspection area

– Up to 4 high resolution 
PPT-cameras (s/w or 
colour) with up to 8 light
sources (depends on 
application)

– Pick and place module to
replace bad parts by 
good parts to present 
only blisters filled with 
good products

  
– DC-Servo controlled 

stage positioning system
 
– Blisters* stack magazine

one right side for 
inspected good parts (up
to 25 items)

– User panel to control 
machine and handling 
functions

– User panel with 17” touch
screen to control and 
program inspection 
features and monitoring
results and images

– Solid and strong machine
design completely 
covered with safety door



Prüfautomat

Operator and control software

Meproscan 9070 provides an user friendly human interface which allows the operator an easy

and fast modification of inspection parameters also to create and save new inspection programs.

Inspection results can be stored on computer hard disk or transferred to any QM system. Also

bad part images labelled by date and time can be memorized for later defect valuation.

Start Panel to choose application programs

Operator’s Panel which shows images and
statistic results of an 2-camera surface inspection

Operator’s Panel which shows how to adjust
parameters of a colour inspection
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Prüfautomat

Technical Specification

Outer Dimension (aproxm) and Weight :

Height 1900 mm

Width: 3300 mm

Depth: 2000 mm

Weight: 1000 kg

Electrical specification:

Electrical power: 400 V / 50 Hz / 20A

Consumption: 6 KW

Pneumatics:

Air pressure: min. 5,5 bar

max. 7,0 bar

Consumption: max. 90 l / min

Vision system (standard):

Processor:  PPT Vision IMPACT C40

Cameras:   PPT Vision CCD, DSL 7300/color,

7200/b/w (1024 x 768 Pixel)

Lighting:  strobe lighting with special multiple

LED-modules

3D-modell without casing and operator panel


